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Ordering Details - Luminaire

Example

Accessories
Code

LED.3GRS Aluminium Ground Recessing Sleeve
For 3 x 1.2W In-Grade LED Luminaire** 

LED.6912GRS Aluminium Ground Recessing Sleeve 
For 6, 9 or 12 x 1.2W In-Grade LED 
Luminaire** 

LED.3WRS Aluminium Wall Recessing Sleeve 
For 3 x 1.2W In-Grade LED Luminaire**

(Order separately for on site installation by others)

LED.6912WRS Aluminium Wall Recessing Sleeve
For 6,9 or 12 x 1.2W In-Grade LED 
Luminaire** 

LED.ILC IP68 Inline Connector

**Holophane recommend the use of a recessing sleeve accessory for
all types of recessed installation. The aluminium sleeve improves heat
dissipation from the luminaire into the mounting sub-strata, which
improves the operating characteristics of the LEDs.

Code

LED High output LED buried uplighter
Code Light Source
.3WH 3 x 1.2W cool white Luxeon high output LED’s (5000K)
.3WWH 3 x 1.2W warm white Luxeon high output LED’s (3200K)
.3BL 3 x 1.2W blue Luxeon high output LED’s
.3RD 3 x 1.2W red Luxeon high output LED’s
.3GR 3 x 1.2W green Luxeon high output LED’s
.3AM 3 x 1.2W amber Luxeon high output LED’s
.6WH 6 x 1.2W cool white Luxeon high output LED’s (5000K)
.6WWH 6 x 1.2W warm white Luxeon high output LED’s (3200K)
.6BL 6 x 1.2W blue Luxeon high output LED’s
.6RD 6 x 1.2W red Luxeon high output LED’s
.6GR 6 x 1.2W green Luxeon high output LED’s
.6AM 6 x 1.2W amber Luxeon high output LED’s
.9WH 9 x 1.2W cool white Luxeon high output LED’s (5000K)
.9WWH 9 x 1.2W warm white Luxeon high output LED’s (3200K)
.9BL 9 x 1.2W blue Luxeon high output LED’s
.9RD 9 x 1.2W red Luxeon high output LED’s
.9GR 9 x 1.2W green Luxeon high output LED’s
.9AM 9 x 1.2W amber Luxeon high output LED’s
.12WH 12 x 1.2W cool white Luxeon high output LED’s (5000K)
.12WWH 12 x 1.2W warm white Luxeon high output LED’s (3200K)
.12BL 12 x 1.2W blue Luxeon high output LED’s
.12RD 12 x 1.2W red Luxeon high output LED’s
.12GR 12 x 1.2W green Luxeon high output LED’s
.12AM 12 x 1.2W amber Luxeon high output LED’s

Code Beam Angle
.06D 6 Degree Beam Acrylic Lens**
.25D 25 Degree Beam Acrylic Lens**
.45D 45 Degree Beam Acrylic Lens

Code Door Style
.RD Round Stainless Steel Door With 4 Fix Screws
.SD Square Stainless Steel Door With 4 Fix Screws

Code Glass Type
.CL Clear Glass
.FR Frosted Glass***
.VGC  Clear Vandal-Resistant Glass
.VGF  Frosted Vandal-Resistant Glass***

Code Options
.GSS Stainless Steel Stirrup Mounted 

Option*
.TW Through-wiring Option
.AO6 Adjustable Optic +/- 15 degrees 

(only for LED 6 version)
.AO9 Adjustable Optic +/- 15 degrees 

(only for LED 9 version)

LED .3WH .25D .RD .CL .GSS

* For surface mounting (no recessing sleeve accessory required).
** Not available with frosted glass (.FR).   *** Only available with 45º optic (45D).
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Ordering Details - Luminaire

Example

LED.GRS - Aluminium
ground recessing sleeve

LED.WRS - Cast aluminium
wall recessing sleeve

LED.ILC - IP68 Wiring
Connector

.TW - Through wiring
option

LED.6912GRS - Cast
aluminium wall and
recessing sleeve

LED.3GRS - Cast
aluminium wall and
recessing sleeve

Accessories

Code

LED.3GRS Aluminium Ground Recessing Sleeve 
For 1, 2 or 3 x 1.2W Dome Top 
In-Grade LED Luminaire*

LED.6912GRS Aluminium Ground Recessing Sleeve 
For 4 or 6 x 1.2W Dome Top In-Grade 
LED Luminaire*

LED.ILC IP68 Inline Connector

(Order separately for on site installation by others)

LED.3WRS Aluminium Wall Recessing Sleeve For 
1, 2 or 3 x 1.2W Dome Top In-Grade 
LED Luminaire*

LED.6912WRS Aluminium Wall Recessing Sleeve For 4
or 6 x 1.2W Dome Top In-Grade LED 
Luminaire*

* Holophane recommend the use of a recessing sleeve accessory for all types of recessed installation. The aluminium sleeve improves
heat dissipation from the luminaire into the mounting sub-strata, which improves the operating characteristics of the LEDs.

Code

LEDD Dome top LED buried uplighter

Code Light Source
.1WH 1 x 1.2W cool white Luxeon high output LED’s (5000K) 1 window aperture
.1WWH 1 x 1.2W warm white Luxeon high output LED’s (3200K) 1 window aperture
.1BL 1 x 1.2W blue Luxeon high output LED’s 1 window aperture
.1RD 1 x 1.2W red Luxeon high output LED’s 1 window aperture
.1GR 1 x 1.2W green Luxeon high output LED’s 1 window aperture
.1AM 1 x 1.2W amber Luxeon high output LED’s 1 window aperture
.2WH 2 x 1.2W cool white Luxeon high output LED’s (5000K) 2 window aperture
.2WWH 2 x 1.2W warm white Luxeon high output LED’s (3200K) 2 window aperture
.2BL 2 x 1.2W blue Luxeon high output LED’s 2 window aperture
.2RD 2 x 1.2W red Luxeon high output LED’s 2 window aperture
.2GR 2 x 1.2W green Luxeon high output LED’s 2 window aperture
.2AM 2 x 1.2W amber Luxeon high output LED’s 2 window aperture
.3WH 3 x 1.2W cool white Luxeon high output LED’s (5000K) 3 window aperture
.3WWH 3 x 1.2W warm white Luxeon high output LED’s (3200K) 3 window aperture
.3BL 3 x 1.2W blue Luxeon high output LED’s 3 window aperture
.3RD 3 x 1.2W red Luxeon high output LED’s 3 window aperture
.3GR 3 x 1.2W green Luxeon high output LED’s 3 window aperture
.3AM 3 x 1.2W amber Luxeon high output LED’s 3 window aperture
.4WH 4 x 1.2W cool white Luxeon high output LED’s (5000K) 4 window aperture
.4WWH 4 x 1.2W warm white Luxeon high output LED’s (3200K) 4 window aperture
.4BL 4 x 1.2W blue Luxeon high output LED’s 4 window aperture
.4RD 4 x 1.2W red Luxeon high output LED’s 4 window aperture
.4GR 4 x 1.2W green Luxeon high output LED’s 4 window aperture
.4AM 4 x 1.2W amber Luxeon high output LED’s 4 window aperture
.6WH 6 x 1.2W cool white Luxeon high output LED’s (5000K) 6 window aperture
.6WWH 6 x 1.2W warm white Luxeon high output LED’s (3200K) 6 window aperture
.6BL 6 x 1.2W blue Luxeon high output LED’s 6 window aperture
.6RD 6 x 1.2W red Luxeon high output LED’s 6 window aperture
.6GR 6 x 1.2W green Luxeon high output LED’s 6 window aperture
.6AM 6 x 1.2W amber Luxeon high output LED’s 6 window aperture

Code Options
.TW Through-wiring option

LEDD .3BL .TW




